BITUMINOUS MIX DESIGN - AGGREGATE BLENDING

DATE

PROJECT

JOB

AGGREGATE GRADATION NUMBER

GRADATION OF MATERIAL

SIEVE SIZE (To be entered by Technician): muly

MATERIAL USED

PERCENT PASSING

DESIRED:

COMBINED GRADATION FOR BLEND - TRIAL NUMBER

SIEVE SIZE (To be entered by Technician): .

MATERIAL USED

% USED

PERCENT PASSING

BLEND:

DESIRED:

COMBINED GRADATION FOR BLEND - TRIAL NUMBER

SIEVE SIZE (To be entered by Technician). muly

MATERIAL USED

% USED

PERCENT PASSING

BLEND:

DESIRED:

DD FORM 1217, DEC 65 (EG)
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COMBINED GRADATION FOR BLEND - TRIAL NUMBER

SIEVE SIZE (To be entered by Technician): muly

MATERIAL USED

% USED

PERCENT PASSING

BLEND:

DESIRED:

COMBINED GRADATION FOR BLEND - TRIAL NUMBER

SIEVE SIZE (To be entered by Technician): gy

MATERIAL USED

% USED

PERCENT PASSING

BLEND:

DESIRED:

REMARKS

TECHNICIAN (Signature)

COMPUTED BY (Signature)

CHECKED BY (Signature)

DD FORM 1217 (BACK), DEC 65




